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AMP Superseal 1.5 2-pin/3-pin

Product characteristics

® Suitable for ultrasonic sensor 2UF and angle sensor 424A

Technical drawing
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Product options
IMAGE 1/1
ORDERING KEY
I N
B ‘Sheath material PVC, grey, 2-pin
c ‘Sheath material PVC, grey, 3-pin

CO01BOT Cable length 1m = 30mm
003801 Cable length 3m  40mm
CO0SBOT  Cable length 5m + 60mm
CO00BOT Cable length 10m = 8omm

Other cable materials and cable lengths on request



https://elobau.com/en/?p=15623
tel:4975619700
mailto:info@elobau.de

elobau \&

Material information

Attribute

Cable material

Environmental conditions

Attribute

Operating temperature min.
Max. operating temperature
Min. storage temperature

Max. storage temperature

Connection

Attribute
Connector type
Cable diameter
Number of pins
Number of strands
Wire cross section

Cable length
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LOBC...B01 LoCC...B01
PVC
LOBC...B01 LOCC...BO01
-25°C
70 °C
-25°C
70 °C
LOBC...B01 LOCC...BO01
AMP Superseal socket
5,7+/-0,1 mm 5,5+/-0,2 mm
2 3
2 3
0.5 mm?2

Selectable (Im, 3m, 5m, 10m)
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